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(Client)              (Cell)         (E-Mail)  
 

(Address )                          (City/State )          (Zip Code ) 
 

 
 

(Agent )              (Cell)         (E-Mail)  

 
Comment:  
¢Ƙƛǎ ǊŜǇƻǊǘ ƛǎ ŀ ŘƻŎǳƳŜƴǘŀǘƛƻƴ ŀƴŘ ƛƴǎǇŜŎǘƛƻƴ ƻŦ ǘƘŜ άǇƘŀǎŜ ǘǿƻ ŦǊŀƳƛƴƎέ ŎƻƴŘƛǘƛƻƴ ƻŦ ǘƘŜ ƘƻƳŜ ǎǘǊǳŎǘǳǊŜ 
located at the above stated address.  This report is created for the client to have a full understanding of the 
condition and status of the preparation and construction process of this structure. Any issues of discovery or 
questionable procedures are documented and explained for the client to present to the builders or contractors 
for corrections and or clarifications. 

 

 
 

Inspection Report Summary Sheet 
 
  Occupied     Vacant                   North    South    East    West     Sunny   Overcast    Raining 
 (Architectural/Structural Plans Present)       (Direction Inspected Property Faces)     (Weather Condition) 
 
  Buyer  Seller   Listing Agent   Buyer Agent  None          11:00   AM                                    90° degrees F   
(Parties Present at Inspection)                (Time of Inspection)                 (Outside Temperature) 

 

 

 

Valued Client  713-249-8810  aimpropertyinspect@sbcglobal.net 

Your Future Home  Houston, Texas  All Zip Codes 
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Frame Inspection 

 
Sill/Toe Plate Inspection 

 
 Yes  No    Foundation toe plates treated lumber as required 

 Yes  No   (In Need of Repairs or Modifications) 

 

 Yes   No    Anchor bolts tight/nut & washer as required 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Anchor Bolts with in six inches of door frames as required 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Toe plates scabbed/blocking at end splices 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Toe plates secured with in 6ò of splices 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Interior toe plates ñram setò or concrete nails 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Toe plates minimum two anchors per unit 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Ground rod present in concrete 

 Yes   No   (In Need of Repairs or Modifications) 

 

Wind Bracing 

 

 Yes   No    Wind Bracing at all exterior corners 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Minimum nails per metal rail 

 Yes   No   (In Need of Repairs or Modifications) 
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Opening Dimensions Verified 

 

 Yes   No    Garage door 16ô.2ò center 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Windows sized and center  

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Hall bath 60-1/2ò x 32ò add İ 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Commode soil pipe 12ò perimeter clearance 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Attic stairs 26òx 54-1/2ò / Hangers Present 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Hangers Nailed Per Schedule 

 Yes   No   (In Need of Repairs or Modifications) 

 

Fire Blocking Requirements 

 

 Yes   No   Fire blocking at ceiling and attic penetrations 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Fire blocking at attic hot wall (demi board) 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Fire place raised 3 inches 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Combustion air vent present 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Sheet metal fire blocking at 2
nd

 floor, ceiling and attic penetration 

 Yes   No   (In Need of Repairs or Modifications) 
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Wall Framing 

 

 Yes   No    Protective metal plates at plumbing pipe locations 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Protective metal plates at electrical locations 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Protective metal plates at gas pipe locations 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Stud spacing at 24òoc      

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Stud spacing at 16òoc    

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Excessive notching of studs   

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Excessive boring of studs 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Minimum 3 studs per corner 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Blocking between studs to secure cabinets (3 runs) 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Brass /Corrosion Resistant screws at shower fixture 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Blocking at shower bar location 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Minimum 1-1/2ò bearing on ledger 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Missing hangers (joists required at side of girder) 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Nail schedule of hangers complete 

 Yes   No   (In Need of Repairs or Modifications) 

  

 Yes   No    Poly seal at water pipe, gas pipe, flex duct, air chases, and wire penetrations 

 Yes   No   (In Need of Repairs or Modifications) 
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Joists 

 

 Yes   No    Header board dimension 4x6 over windows  

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Garage header engineered beam or truss beam (16ô length) 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Liquid nail glue at header boards over interior doors (prevent movement) 

 Yes   No   (In Need of Repairs or Modifications) 
 

Attic Structure 

 

 Yes   No   Truss System 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Improper Cutting or Modification to the Truss Members 

 Yes   No   (In Need of Repairs or Modifications) 
 

 Yes   No   Double joists below water heater location 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Solid Decking continuous to HVAC equipment 

 Yes   No   (In Need of Repairs or Modifications) 

 

Electric 

 

 Yes   No    Electrical wiring, junction boxes and fixture boxes stapled to framing inside walls 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Electrical wiring, junction boxes located at attic HVAC equipment 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Electrical wiring, junction boxes located at exterior AC compressor 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Electrical wiring, junction boxes located at interior garage door opener 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Electrical wiring, junction boxes located at exterior doors (lights/GFCI) 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Security pre-electrical wiring at doors only and closet location 

 Yes   No   (In Need of Repairs or Modifications) 
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 Yes   No    Bathroom fans wired, installed flush and flex duct routed to exterior 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Bonding wires routed at HVAC, water heater gas supply lines 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Bonding wire routed at whirlpool electric motor equipment 

 Yes   No   (In Need of Repairs or Modifications) 

 

 

Quality Assurance 

 

 Yes   No   Plastic seals at HVAC duct openings (prevent contaminates) 

 Yes   No   (In Need of Repairs or Modifications) 
 

 Yes   No   Drain pipes sealed at interior bathtub(s)/shower pan(s) 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No   Plastic covers at bathtub(s)/shower pan(s) 

 Yes   No   (In Need of Repairs or Modifications) 
 

 Yes   No    Soil pipes sealed 

 Yes   No   (In Need of Repairs or Modifications) 

 

 Yes   No    Perimeter corner studs poly sealed 

 Yes   No   (In Need of Repairs or Modifications) 
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Verification Photos 
Sill/Toe Plate Inspection 

 Yes   No    Anchor bolts tight/nut & washer as required 

 Yes   No   (In Need of Repairs or Modifications) 

 Yes   No    Anchor Bolts within six inches of door frames as required 

 Yes   No   (In Need of Repairs or Modifications) 

 Yes   No    Toe plates secured with in 6ò of splices 

 Yes   No   (In Need of Repairs or Modifications) 

Comment: There are missing anchor bolts located at the back door entrance, south wall, east wall, and 

the west wall. These locations have been marked for repairs. 
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Comment: There are missing anchor bolts located at the back door entrance, south wall, east wall, and 

the west wall. These locations have been marked for repairs. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Frame Inspection Report #100100db 

Client: Valued Client 
 

Notice:   Copyright All Rights Reserved 2009 

Author: Daniel Beard  Owner: AIM Property Inspection Services LLC 

 

 

Fire Blocking Requirements 

 

 Yes   No    Poly seal at water pipe, gas pipe, flex duct, air chases, and wire penetrations 

 Yes   No   (In Need of Repairs or Modifications) 

 Yes   No   Fire blocking at ceiling and attic penetrations 

 Yes   No   (In Need of Repairs or Modifications) 

 Yes   No    Perimeter corner studs poly sealed 

 Yes   No   (In Need of Repairs or Modifications) 

Comment: All of the top plate electrical, water pipes and gas pipe penetrations have not been poly 

sealed to comply with fire blocking prevention. 

  

Wall Framing 

 Yes   No   Blocking at shower bar location 

 Yes   No   (In Need of Repairs or Modifications) 

Comment: There is not a nailer board present at the interior second bathroom wall to install a towel bar. 

 

 

 

 

 

 


